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ls" elastomeric neoprene leveling pad A{—l
according to Article 1052.02 of the
Standard Specifications. Cost included

with Furnishing and Erecting Structural Steel.

Notes:

ELEVATION AT ABUTMENT

¢ 1"¢ x 12" anchor bolts
with 24" x 24" x 2" P
washer under nut. 13"
x 2" slotted hole in bottom
flange
SECTION A-A

FIXED BEARING

Anchor bolts ar fixed bearings may be

built into the masontry.

See sheet 14 of 34 for Anchor Bolt installation.
All bearing plates shall be AASHTO MZ70, Grade 50.

s elastomeric noeprene
leveling pad according to
Article 1052.02 of the

Standard Specifications.

1°g"" x 27 slotted hole in pad.

PLAN OF ELASTOMERIC NEOPRENE LEVLEING PAD
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DESIGNED T.L.K.,

(At Abutments)

January 15, 2004

CHECKED JE.K.

lorawn BECKY M. GURRY

cHeckep [.L.K. & T.R.B.

ROUTE NO. SECTION COUNTY SHEETS e SHEET NO. /3

STATE OF ILLINOIS

FAP 885 | 5B-1 HARDIN 39 | 34 sHeeTs

FED. ROAD DIST. NO, 7 ILLINDIS | FED. AID PROJECT- 9 8 6 4 8

BEARING DETAILS
F.A.P. ROUTE 885 - SECTION 5B-1
HARDIN COUNTY
STATION 280+80.00
STRUCTURE NO. 035-0014

...\projects\bmc00029\0350014.dgn  1/15/2004 2: 11: 34 PM




